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Wabo®Evazote in Wabo®Crete I

Elastomeric Concrete
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Movement Chart

Model ?%@ _Qmm@ _,\_oﬁmw_ma
Evazote 1" x 1" 40" (10) | 1.30"(33) | .90" (23)
Evazote 1 1/4" x 2" 50" (13) | 1.630" (41) | 1.130" (29)
Evazote 1 9/16"x 2" | .625" (16) | 2.030" (51) | 1.405" (36)
Evazote 123/32"x2" | .75"(19) | 2.250" (57) | 1.500" (38)
Evazote 1 7/8" x 2" 75" (19) | 2.430" (62) | 1.680" (43)
Evazote 2 3/16" x 2" 88" (22) | 2.850" (72) | 1.970" (50)
Evazote 2 1/2" x 2" 1.00" (25) | 3.250" (83) | 2.250" (57)
Evazote 2 13/16" x 2 1/2"| 1.120" (28) | 3.650" (93) | 2.530" (64)
Evazote 3 1/8" x 2 1/2" | 1.250" (32) [4.070" (103)| 2.820" (72)
Evazote 3 7/16" x 2 1/2" | 1.380" (35) |4.470" (114)| 3.090" (78)
Evazote 3 3/4"x 2 1/2" | 1.50" (38) [4.880" (124)| 3.380" (86)
Evazote 4 1/16" x 3" | 1.620" (41) |5.280" (134)| 3.660" (93)
Evazote 4 3/8" x 3" | 1.750" (45) |5.690" (145) | 3.940" (100)
Evazote 4 11/16" x 3" | 1.870" (48) |6.080" (154) [4.210" (107)
Evazote 5" x 4" 2.00" (51) |6.500" (165)|4.500" (114)
Evazote 5 3/8" x 4" | 2.150" (55) |6.980" (177)|4.840" (123)
Evazote 5 5/8"x 4" | 2.250" (57) |7.310" (186) [5.060" (129)
Evazote 6" x 4" 2.400" (61) |7.800" (198) [5.400" (137)
Evazote 6 1/4" x 5" | 2.500" (64) [8.130" (206) [5.630" (143)
Evazote 6 1/2" x 5" 2.600" (66) |8.450" (215) |5.850" (149)
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We create chemistry

Information provided herein, including but not limited to, any drawing, design, photograph, graphic, or statement(s) ("Materials") are proprietary and the property of
Watson Bowman Acme Corporation ("Company"). Reproduction, translation, or reduction to any electronic medium or machine readable form, in whole or part, is
strictly prohibited, except for the express purpose for which it has been furnished, without prior written consent of Company. All Materials contained herein are
provided by Company for information purposes only. Company reserves the right to amend or withdraw any information contained in the Materials without notice. All
technical or other advice by Company, whether verbal or written, concerning products, or the use of products in specific situations ("Advice") is given by Company and

is used at the Users own risk.
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