Wabo®Evazote U.V.
Sized 25% Larger
than Joint Opening
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Movement Chart

Wabo®Evazote Bonder Wabo®Crete Il Elastomeric Model A" @ "A"@ Total
' . ) . Min Max Movement
applied to Both Substrate g » Concrete Header material. - - :
4 surfaces as well as Fillng : ) s ) . N Evazote 1" x 1" 40" (10) | 1.30"(33) | .90" (23)
< grooves in the joint material. . ,- "A" 4" [102] Min. > Evazote 1 1/4" x 2" 50" (13) | 1.630" (41) | 1.130" (29)
o : . Evazote 1 9/16"x 2" | .625" (16) | 2.030" (51) | 1.405" (36)
Evazote 123/32"x 2" | .75"(19) | 2.250" (57) | 1.500" (38)
Evazote 1 7/8" x 2" 75" (19) | 2.430" (62) | 1.680" (43)
Evazote 2 3/16" x 2" 88" (22) | 2.850" (72) | 1.970" (50)
Evazote 2 1/2" x 2" 1.00" (25) | 3.250" (83) | 2.250" (57)
Evazote 2 13/16" x 2 1/2"| 1.120" (28) | 3.650" (93) | 2.530" (64)
Evazote 3 1/8" x 2 1/2" | 1.250" (32) [4.070" (103)| 2.820" (72)
Evazote 3 7/16" x 2 1/2" | 1.380" (35) |4.470" (114)| 3.090" (78)
Evazote 3 3/4"x 2 1/2" | 1.50"(38) [4.880" (124)| 3.380" (86)
) " Evazote 4 1/16" x 3" | 1.620" (41) |5.280" (134)| 3.660" (93)
Wabo®Evazote in Armored Edge Condition Evazote 4 3/8"x 3" | 1.750" (45) | 5.690" (145)|3.940" (100)
w/Wabo®Crete Il Elastomeric Concrete Evazote 4 11/16" x 3" | 1.870" (48) | 6.080" (154)|4.210" (107)
Evazote 5" x 4" 2.00" (51) |6.500" (165)]4.500" (114)
Evazote 5 3/8" x 4" | 2.150" (55) |6.980" (177)|4.840" (123)
Evazote 5 5/8" x 4" | 2.250" (57) |7.310" (186) |5.060" (129)
Evazote 6" x 4" 2.400" (61) |7.800" (198) |5.400" (137)
Evazote 6 1/4" x 5" | 2.500" (64) |8.130" (206) |5.630" (143)
Evazote 6 1/2" x 5" | 2.600" (66) [8.450" (215) [5.850" (149)
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We create chemistry
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