WaboFlash Flexible Bellows W/ Metal Flanges (ECF-800)
Set Flange in Membrane or Substrate Compatible Mastic

Grommented Fastener @
8"(200) O.C. Start 1"(25) From Ends

Flashing Membrane

Treated Wood Curb
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DESIGN FEATURES

¢ BLACK EPDM FLEXIBLE COVER STANDARD
BLACK NEOPRENE AVAILABLE UPON SPECIAL REQUEST

¢ FLANGE MATERIAL: GALVANIZED 26 GA STEEL STANDARD

ECF-800 DETAIL

1. "A" Min. & "A" Max. Are After Movement Occurs.

Note:
All Fasteners Supplied
By Installer
2"(51) Flange
— 2"(51) Flange
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Notes:

() - Denotes Millimeters

DIMENSION CHART

(ALUMINUM, STAINLESS, COPPER)
°® STANDARD AND CUSTOM FABRICATED INTERSECTIONS
AND DIRECTION CHANGES AVAILABLE MODEL "A@MIN | "A"@MID | "A"@MAX | g\(/)gOII_ENT
® SYSTEMS FOR LARGER JOINT OPENINGS CAN BE DESIGNED
L ECF-800 4"(102) 8"(204) 12"(305) 8"(204)
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