Treated Wood Cant Strip

WaboFlash Flexible Bellows W/ Metal Flanges (EEJ-200)
Set Flange in Membrane or Substrate Compatible Mastic

Nail @ 4" O.C. Start 1" From Ends

Stripping Membrane or Ply
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ROOF DECK

DESIGN FEATURES

e BLACK EPDM BELLOWS STANDARD
BLACK NEOPRENE AVAILABLE UPON SPECIAL REQUEST

® FLANGE MATERIAL: 26 GA GALVANIZED STEEL STANDARD
(STAINLESS, ALUMINUM, COPPER)

© STANDARD AND CUSTOM FABRICATED INTERSECTIONS
AND DIRECTION CHANGES AVAILABLE

® FLEXIBLE WATERPROOF CLOSURE FOR VERTICAL

\ WALL APPLICATIONS
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EEJ-200 DETAIL

ROOF DECK

\

Note:

All Fasteners Supplied
By Installer

g

() - Denotes Millimeters

DIMENSION CHART

MODEL A@MIN | "A"@MID | "A" @ MAX M(;F\C/JEOIENT
EEJ-200 1"(25) 2"(51) 3"(76) 2'(51)

NOTE: "A" MIN. & "A" MAX. ARE AFTER MOVEMENT OCCURS
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We create chemistry

Watson Bowman Acme Corp.

95 Pineview Drive Amherst, NY 14228
phone: (716) 691-7566 fax: (716) 691-9239
www.wbacorp.com
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